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PART 239—WATER RESOURCES
POLICIES AND AUTHORITIES: FED-
ERAL PARTICIPATION IN COV-
ERED FLOOD CONTROL CHAN-
NELS
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AUTHORITY: Pub. L. 738, 74th Congress 33
U.S.C. 701a.

SOURCE: 43 FR 47470, Oct. 13, 1978; 44 FR
36175, June 21, 1979, unless otherwise noted.

§ 239.1 Purpose.
This regulation establishes policy for

determining the extent of Federal par-
ticipation in covered flood control
channels.

§ 239.2 Applicability.
This regulation applies to all OCE

elements and all field operating agen-
cies having civil works responsibilities.

§ 239.3 References.
(a) Executive Order 11988, Floodplain

Management, 24 May 1977.
(b) ER 1105–2–200.
(c) ER 1165–2–21.

§ 239.4 Policy.
Projects will be formulated and eval-

uated in accordance with the policies
and procedures described in ER 1105–2–
200. If, during the planning process, it
appears that covered flood control
channels are desirable, reporting offi-
cers may evaluate them and include
them when they best serve the public
interest. Selection of the plan which
best serves the public interest is based
upon the ability of the plan to meet
planning objectives, the contributions
which the plan makes to the National
Economic Development (NED), Envi-
ronmental Quality (EQ), Regional De-
velopment (RD) and Social Well Being
(SWB) accounts, and the public re-
sponse to alternative plans. Thus, cov-
ered flood control channels may be pro-

posed if they are desired by the public
and (a) increase net EQ and/or NED
benefits; or, (b) reduce adverse effects
on RD or SWB without incurring an
unjustified loss in net NED or EQ bene-
fits.

§ 239.5 Engineering considerations.

Reports on proposals to provide cov-
ered channels shall include a discussion
of the following matters.

(a) Impacts of sudden reduction in
discharge and increased upstream
channel stages when the channel en-
trance is submerged. This discussion
shall include the effects resulting from
the SPF.

(b) Dangers of rupture resulting from
pressurization.

(c) Features provided to prevent
human ingress and their impact on
project functions.

(d) Effect of the cover on inspection
and maintenance costs.

(e) Features provided for pressure re-
lease and air venting.

(f) Need for a storm warning system.
(g) Facilities provided to divert flows

exceeding the design flow.

§ 239.6 Level of protection.

Evaluation of the above items may
indicate that submergence of entrances
to covered channels may have signifi-
cant impacts on the level of flooding.
The requirements of EO 11988 and the
significance of the resulting flood dam-
age may require that the covered por-
tion of the channel be enlarged to pro-
vide capacity to pass the SPF. If inclu-
sion of SPF capacity on the covered
portions of the project cannot be justi-
fied, the added capacity may be re-
duced to the extent that the project
will not increase upstream stages re-
sulting from the SPF when compared
to the without-project condition. If
this capacity is still not feasible, cov-
ered channels shall not be rec-
ommended.

§ 239.7 Separation of flood control
works from urban drainage.

Covered channels are likely to be
considered in boundary areas
demarking urban drainage and flood
control. Reporting officers shall apply
the policies given in ER 1165–2–21 to
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